TESTING OF VERY HIGH LEVEL ALARM:

THE  VERY HIGH LEVEL ALARM  IS CAUSING THE 

ESD TO BE ACTIVATED.

THE VERY HIGH LEVEL ALARM IS TESTED FROM THE CTS BY FOLLOWING THIS DESCRIBED PROCEDURE:


  1.   SELECT “SYS”

  2.   SELECT “CHANGE ENV”

  3.   SELECT “MAIN ENV”

  4.   ENTER PASSWORD “1332”

  5.   SELECT “TOOLS” AND GO TO END OF THAT PAGE

  6.   SELECT “VHLFCE”

  7.   SELECT THE TANKS VOLTAGES (NOTE THAT THEY ARE IN AUTO)

  8.   CHANGE TO MANUAL BY SELECTING “A/M”

  9.   INCREASE THE VOLTAGE BY SELECTING “(“

10.   WHEN THE VOLTAGE REACH A CERTAIN LEVEL 

        THE ESD WILL/SHALL BE ACTIVATED.
11.   CHANGE ALL TANKS BACK TO AUTO WHEN  

        FINISHED BY SELECTING “A/M”

12.   SELECT “SYS” ,    THEN  “CHANGE ENV”     , THEN “CT-IV”

13.   CHECK THAT NORMAL MENU COMES BACK
