PORTABLE GAS DETECTORS:

-  PORTABLE GAS DETECTORS AND DEW POINT METER ARE 

   STORED IN RADIO LOCKER ON G-DECK.

-  MINIMUM CALIBRATION INTERVAL IS 1 MONTH, BUT

   IT IS WISE TO CALIBRATE THE INSTRUMENTS PRIOR

   ARRIVAL PORT - OR WHENEVER THEY ARE TO BE USED.

-  CHECKLISTS FILE FOR CALIBRATION OF THE GAS

   DETECTORS ARE KEPT.

-  MOST OF THE INSTRUMENTS ARE CALIBRATED WITH

   SPAN GAS ( CALIBRATION GAS ) IN SMALL RED 

   CYLINDERS. THESE CYLINDERS IS ALSO FOUND IN THE 

   SAME ROOM AS THE GAS DETECTORS.

-  DEW POINT METER HAS AN AUTO CALIBRATING 

   FUNCTION, BUT TAKE IT OUT IN OPEN ( HUMID ) AIR

   AND CHECK THAT READING IS IN GREEN ( MAX ).


-  LEL = LOWER EXPLOSION LIMIT

-  UEL = UPPER  EXPLOSION LIMIT

-  PPM= PARTS PER MILLION  

             (INDICATES THE GAS CONCENTRATION LEVEL)
CUSTODY TRANSFER SYSTEM:


CAUTION:

BE SURE THAT PROPER SHUT-DOWN 

PROCEDURES IS FOLLOWED, IF FOR SOME 

REASON YOU HAVE TO SHUT-DOWN THE 

SYSTEM.

IF PROPER PROCEDURES ARE'NT 

FOLLOWED, SEVERAL SYSTEM FILES 

    

MAY BE CORRUPT / DAMAGED.

PLEASE REFER TO INSTRUCTION MANUAL !!!!
-  SELECT SHUT-DOWN ON MAIN COMPUTER.

-  SWITCH OFF MAIN PROCESSOR POWER ( F-DECK ).

-  WAIT A FEW MINUTES.

-  SWITCH ON MAIN PROCESSOR POWER.

-  IT WILL TAKE ABOUT 30 MINUTES BEFORE THE    

   SYSTEM IS BACK TO NORMAL WORKING CONDITION.    


CPU
= CENTRAL PROCESSOR UNIT

VDU
= VIDEO DISPLAY UNIT

-  SOMETIMES THE ALARM PRINTER FOR CIMS STOPS 

   WORKING. 

   IF THIS HAPPENS SWITCH POWER OFF ON THE 

   PRINTER CARD ( F-DECK ) , WAIT A FEW MINUTES 

   THEN RESTORE POWER.

