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COMPRESSORS DURING IDLE: 


AFTER LOADING:
- STOP THE COMPRESSORS

- CHECK THAT STAND BY LUB.OIL PUMPS STARTS

- SHUT SUCTION VALVES

- N2 SEALGAS AND AIRSEAL TO BULKHEAD TO REMAIN OPEN

- AFTER COMPRESSORS HAVE BEEN WARMED UP OPEN N2   

  SEALGAS VENT, BUT KEEP N2 SEALGAS AND BULKHEAD 

  AIRSEAL OPEN

- LUB.OIL PUMPS TO BE RUN UNTIL COMPRESSOR BEARINGS 

  ARE COOLED DOWN

 (AUTO SET TIME 55 MINUTES)


DURING VOYAGE:
- THE COMPRESSORS TO BE TURNED ONCE A WEEK

- THE OIL PUMP TO BE RUN 30 MINUTES ONCE A WEEK


ONE/TWO DAYS PRIOR LOADING:

-START THE LUB OIL PUMPS (READY TO START INDICATION  

 LIGHTS UP)

- VISUALLY CHECK THE MOTORS AND COMPRESSORS

- CLOSE THE N2 SEAL VENT

- CHECK PRESSURE OF N2 SEAL AND BULKHEAD AIRSEAL

- CHECK
LUB. OIL SUMP LEVEL, 



LUB. OIL SUMP TEMPERAURE AND DIFF. PRESSURE



INDICATION FOR LUB.  OIL FILTERS

- CHECK THAT BY-PASS IS FULLY OPENED AND I.G.V. FULLY   

  CLOSED

- OPEN SUCTION VALVES

- START COMPRESSOR NO. 1 - MONITOR CIMS

- START COMPRESSOR NO. 2 - MONITOR CIMS

- CARRY OUT FUNCTION CHECK OF DAMATROL CONTROLLERS 

  AND INCREASE LOAD TO 500 AMPS

  COMPRESSORS ARE NOW CIRCULATING VAPOUR THROUGH   

  CROSSOVER VIA VALVES VG756 AND VG616

- LET COMPRESSOR RUN FOR ABOUT APPROXIMATELY 

  30 MINUTES

- VISUALLY CHECK THE MOTORS AND COMPRESSORS

- MONITOR CIMS, PRESSURES AND TEMPERATURES

- STOP THE COMPRESSORS, RESTART LUB. OIL PUMPS AFTER 

  AUTO STOP

- THE COMPRESSORS ARE NOW READY FOR LOADING PORT

- MOTOR HEATERS ARE AUTOMATICALLY SWITCHED ON WHEN 

  COMPRESSORS ARE STOPPED
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