TESTING OF HD COMPRESSORS:








�


BOTH HEAVY DUTY COMPRESSORS ARE TESTED 2 DAYS PRIOR ARRIVAL LOADING PORT.








THE VAPOUR IS RECYCLED FROM THE VAPOURLINE


ON THE CATWALK AND BACK. 








�


OPEN:





 VG777 / VG767 - COMPRESSORS SUCTION SIDE.





 VG761 / VG771 - COMPRESSORS DISCHARGE SIDE.





 VG756               - BACK TO VAPOURLINE ON CATWALK


 


 VG778               - FROM VAPOURLINE ON CATWALK





 VG616








PROCEDURE:








-  CHECK BOTH ELECTRO MOTORS VISUALLY IN THE


   CARGO MACHINERY ROOM.





-  ADJUST THE  BULKHEAD AIRSEAL PRESSURE 


   TO 0.15 bar FOR BOTH COMPRESSORS IF NEEDED.


-  ADJUST THE NITROGEN SEALGAS PRESSURE TO


   0.30 bar FOR BOTH COMPRESSORS IN THE 


   COMPRESSOR ROOM IF NECESARRY.





-  PUSH "ALARM RESET" ON ALARM/CONTROL PANEL


   FOR BOTH COMPRESSORS.





-  CHECK LUB OIL SUMP LEVEL AND TEMPERATURE    


   ( NORMAL TEMPERATURE=410C ) FOR BOTH 


   COMPRESSORS.





-  CHECK DIFFERENTIAL PRESSURE INDICATOR FOR


   LUB OIL FILTERS ON BOTH COMPRESSORS.


  


-  START LUB OIL PUMP ON COMPRESSRORS ALARM/


   CONTROL PANELS.





-  CLOSE NITROGEN VENT SEALGAS VALVE ON "TOP"


   OF THE COMPRESSORS.





-  BYPASS VALVES VG776 AND VG766 SHALL BE    


   FULLY OPEN ON BOTH COMPRESSORS.





-  AT THIS STAGE THE " COMPRESSOR READY TO START" 


   YELLOW LIGHT SHOULD BE ILLUMINATED.


�


-  CALL ENGINE AND INFORM THAT BOTH COMPRESSORS WILL 


   BE STARTED.





-  THE COMPRESSORS ARE STARTED WITH THE 


   INLET GUIDE VANE (IGV) IN -800 OR 0% ON THE CIMS 


   SCREEN AND IN THE CONTROLLERS.


   CONTROLLERS IN MANUAL.


   WHEN STARTED, THE CURRENT JUMPS TO MAX - THEN  


   GOES DOWN AND THEN SLOWLY STABILIZES.


-  DISPLAY HD COMPRESSORS ON CIMS SCREEN AND 


   CHECK THAT THE BYPASS VALVES IS CLOSING.





-  SET COMPRESSOR CURRENTS TO 500 Ampere BY


   ADJUSTING THE IGV WITH THE CONTOLLERS.


�


   HD1 - PIC5661 - 57% - 500 Ampere


   HD2 - PIC5662 - 43% - 500 Ampere


�


-  CHECK THAT THE TEMPERATURE ON THE 


   COMPRESSORS SUCTION SIDE IS DECREASING.





-  CHECK THAT EVERYTHING IS OK IN THE 


   MACHINERY AND COMPRESSOR ROOMS.





-  STOP THE COMPRESSORS AFTER THEY HAVE 


   RUN FOR 30 MINUTES.


�


-  CLOSE VG616.  THE REST OF THE VALVES TO STAY 


                                   OPEN SO THE COMPRESSORS ARE 


                                   READY FOR USE DURING LOADING.








-  STOP THE COMPRESSORS AFTER LOADING / TESTING AND 


   CHECK THAT STANDBY LUB OIL PUMPS STARTS.





-  CLOSE THE SUCTION VALVES VG767 / VG777 - AFTER 


   LOADING ONLY.





-  OPEN NITROGEN SEALGAS VENT WHEN THE COMP
