COOLDOWN OF SHOREARMS IN JAPAN:











�


THE COOLDOWN OF THE LOADING ARMS IS DONE WITH THE SPRAYPUMP.








USUALLY THE SPRAYPUMP IN TANK 3 IS USED.





�


THE CTS MEASUREMENTS MUST BE COMPLETED 


PRIOR COMMENCING COOLDOWN.








START THE SPRAYPUMP AND RECIRCULATE BACK TO TANK


VIA THE SPRAY RETURN LINE/VALVE. 





THE SPRAY RETURN VALVE IS ALSO CALLED THE "BYPASS" VALVE OR THE "LPG" VALVE.








�


MANUAL LIQUID VALVES AT MANIFOLD TO BE CLOSED.





ESD VALVES AT MANIFOLD TO BE OPEN.





OPEN SPRAYHEADER MANUAL ISOLATION VALVE VL511.





MAKE SURE VL552 IS OPEN. 





THIS IS THE VALVE THAT CONNECTS THE SPRAYSYSTEM AT CATWALK WITH THE SPRAY SYSTEM AT MANIFOLD.





THE JAPANESE WILL GIVE NOTICE WHEN THEY ARE READY TO COMMENCE COOLDOWN OF THE LOADING ARMS.


�


ONE OFFICER STANDBY AT MANIFOLD WHEN COOLDOWN


COMMENCES.





WHEN THE COOLDOWN STARTS THE JAPANESE WILL DIRECT


THE SHIP'S CREW TO OPEN THE SPRAY VALVES AT THE MANIFOLD.


VL683, VL676, VL665, VL658





�


NB: THE JAPANESE ARE NOT ALLOWED TO TOUCH ANY OF


        THE SHIP'S VALVES. THEREFORE THEY DIRECT THE  


        SHIP'S CREW TO PERFORM THIS TASK.








ADJUST THE SPRAY HEADER PRESSURE TO ca. 3.0 Bar 


BY THROTTLING THE SPRAY RETURN VALVE VL308.





THE COOLDOWN USUALLY TAKES ABOUT 90 MINUTES.





THE TERMINAL ADVICE WHEN THE COOLDOWN IS COMPLETED.





STOP SPRAYPUMP UPON COMPLETION.





�OPEN SOME SPRAY RING NOZZLES VALVES TO TANKS UPON COMPLETION OF THE COOLDOWN IN ORDER TO AVOID PRESSURE BUILD-UP IN THE SPRAY SYSTEM.








PERFORM ESD TEST COLD CONDITION.








NOTE: SOME  MATES/CARGO ENGINEERS PREFER TO USE THE 


          CARGOPUMP FOR THE COOLING DOWN OF THE SHORE ARMS.


